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METHOD FOR MAKING A GOLF BALL 



FORMING THE GOLF BALL 
SUBASSEMBLY 



COOLINGTHE GOLF BALL 
SUBASSEMBLY 



APPLYING A COVER LAYER 

OVERTHE COOLED 
GOLF BALL SUBASSEMBLY 



CURINGTHE COVERED 
GOLF BALL 
RESULTING IN A GOLF BALL 



COOLINGTHE 
GOLF BALL 



REMOVING THE 
GOLF BALL 
FROM MOLD 



Fig. 4 



STEP OF APPLYING A COVER LAYER OVER 
GOLF BALL SUBASSEMBLY 



PROVIDING FIRST AND SECOND 
MOLD HALVES WITH CAVITIES 



34a 



HEATINGTHE HALVES 
TO A PREDETERMINED 
TEMPERATURE 



34b 



ADDING A COVER 
MATERIAL TOTHE FIRST HALF 



34c 



ALLOWING THE COVER 
MATERIAL TO GEL 



34d 



INSERTINGTHECOOLED GOLF BALL 
SUBASSEMBLY INTOTHE FIRST 
MOLD HALF CAVITY 



•34e 



ADDING ADDITIONAL COVER 
MATERIALTOTHE SECOND MOLD HALF 



34f 



MATING THE MOLD 
HALVESTOGETHER 



34g 



Fig. 5 



CURING STEP 



MAINTAINING MOLD HALVES AT A FIRST 
TEMPERATURE (T1) FOR A FIRST TIME (tl ) 



HEATING THE MOLD HALVES TO A SECOND 
TEMPERATURE (T2) FOR A SECONDTIME (t2) 



J 

maintaining™ mold halves at 
athird temperature (t3) for a 

THIRD TIME (t3) 



Tl LESS THEN T2 
T3 LESS THAN T2 
t2 LESS THAN tl 
t2 LESS THAN t3 

Fig. 6 
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fig. 8 
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